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NON-REINFORCED
Material and Color

Coefficient of Friction Contact Temperature Range

Hardness Compliancy
Stainless 

Steel Steel UHMW °F °C

Eagle® Blue 80 EC 80A EC, FDA 0.80 0.70 0.55 -22 to +150 -30 to +66

Eagle Clear 80 EC 80A EC, FDA 0.80 0.70 0.55 -22 to +150 -30 to +66

Eagle Blue 80 MD 80A FDA 0.75 0.65 0.50 -22 to +150 -30 to +66

Eagle Opaque 80 80A – 0.75 0.65 0.50 -22 to +150 -30 to +66

Eagle Orange 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Clear 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 85A – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Red 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Blue 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Green 89 89A – 0.65 0.55 0.40 -22 to +150 -30 to +66

Eagle Green 89 Textured 89A – 0.50 0.40 0.30 -22 to +150 -30 to +66

Eagle Green 89 T SureConnect* 89A – 0.50 0.40 0.30 -22 to +150 -30 to +66

Eagle Orange 89 SureConnect* 89A – 0.65 0.55 0.40 -22 to +150 -30 to +66

Eagle Red 90 90A – 0.60 0.50 0.38 -22 to +150 -30 to +66

Eagle Beige 95 95A FDA 0.55 0.45 0.35 -22 to +150 -30 to +66

Eagle Clear 95 95A FDA 0.55 0.45 0.35 -22 to +150 -30 to +66

Eagle White 40D 40D – 0.55 0.45 0.35 -22 to +176 -30 to +80

Eagle Blue 55D 55D – 0.50 0.40 0.30 -22 to +176 -30 to +80

Eagle Blue 80 EC QC 80A EC, FDA 0.50 0.40 0.30 -22 to +150 -30 to +66

Eagle Clear 85 QC 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Red 85 QC 85A – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Yellow 85 QC 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Blue 85 QC 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Red 85 CXF 85A Base,  60A Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 SGT PU 85A Base,  70A PU Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 SGT PVC 85A Base, 50A PVC Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 SGT TPE 85A Base, 55A TPE Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Green 89 SGT PVC 89A Base, 50A PVC Top – 0.65 0.55 0.40 -22 to +150 -30 to +66

Eagle Red 90 SGT PVC 90A Base, 50A PVC Top – 0.60 0.50 0.38 -22 to +150 -30 to +66

Eagle White 40D SGT PVC 40D Base, 50A PVC Top – 0.55 0.45 0.35 -22 to +150 -30 to +66

Coefficient of Friction Contact Temperature Range

REINFORCED 
Material and Color Hardness Compliancy

Stainless 
Steel Steel UHMW °F °C

Eagle Opaque 80 80A – 0.75 0.65 0.50 -22 to +150 -30 to +66

Eagle Orange 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Hyfen 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 85A FDA 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Green 89 89A – 0.65 0.55 0.40 -22 to +150 -30 to +66

Eagle Green 89 Textured 89A – 0.50 0.40 0.30 -22 to +150 -30 to +66

Eagle Beige 95 95A FDA 0.55 0.45 0.35 -22 to +150 -30 to +66

Eagle Hyfen 95 95A FDA 0.55 0.45 0.35 -22 to +150 -30 to +66

Eagle Red 50D LCF Can Cable 50D – n/a n/a n/a -22 to +150 -30 to +66

Eagle Blue 55D Can Cable 55D – n/a n/a n/a -22 to +176 -30 to +80

Eagle Blue 55D Aramid Can Cable 55D – n/a n/a n/a -22 to +176 -30 to +80

Eagle Natural 55D Can Cable 55D – n/a n/a n/a -22 to +176 -30 to +80

Eagle Green 63D Can Cable 63D – n/a n/a n/a -22 to +176 -30 to +80

Eagle Natural 63D Can Cable 63D – n/a n/a n/a -22 to +176 -30 to +80

Eagle Ivory 85 RSGT PU 85A Base, 70A PU Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 RSGT PVC 85A Base, 50A PVC Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Ivory 85 RSGT TPE 85A Base, 55A TPE Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Hyfen 85 CXF V 85A Base, 60A Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

Eagle Hyfen 85 CXR V 85A Base, 60A Top – 0.70 0.60 0.45 -22 to +150 -30 to +66

NON-REINFORCED
Material and Color

Contact Temperature Range

Hardness Compliancy °F °C

Eagle Taper Edge Band 60D – -22 to +176 -30 to +80

* Eagle SureConnect Connectors are Alloy Steel with a RoHS Compliant Zinc Coating

Note: Cogged Belting is not FDA compliant.

Conveying - Engineering Data
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79035, Львів, вул. Зелена, 238-з тел./факс: (032) 297-65-66, 297-01-93
04080, Київ, вул. Кирилівська, 69-Б  тел./факс: (044) 501-28-28, 451-85-10
69068, Запоріжжя, вул. Фонвізіна, 8  тел./факс: (061) 213-91-26, 213-90-03
65013, Одеса, вул. Миколаївська дорога, 140  тел./факс: (048) 717-44-31, 717-44-32
61177, Харків, вул. Залютинська, 10  тел./факс: (057) 777-66-33, 777-65-79
21012, Вінниця, вул. Данила Нечая, 65, оф. 122 тел./факс: (0432) 68-79-81
25014, Кропивницький, пр. Інженерів, 8, оф. 303 тел./факс: (0522) 35-76-77, 35-76-88
58001, Чернівці, вул. Героїв Майдану, 33 тел./факс: (0372) 55-94-13
33009, Рівне, вул. Млинівська, 3-а  тел./факс: (0362) 682-682




